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-  FURTHERTHOUGHTS ONWIPER DELAY

I In last issues article on the wiper delay unit I wrongly stated
- I I s thet if ghs wiper did a half sweep, then the small Allen screw
IJ I llt ri.""rl be adjusted.This is not so.The Atten screw is there rof l l u

iii-f]fl take up tolerances in the nylon slider block and the mounting

E I I = -^^9:Tn:::;.T.': l' n'-'ibJ: P::1"- :"-0""1 _l1 l'ld :1"-::'_:i ::: :1contacts slightly open. In this instance, the motor will not start when
the delay position is selected.Adjustment of the screw will correct this.
The inner contact is required to keep a supply to the motor until the

internal parking switch takes over. For the half sweep(actually quarter
sweep is more correct) the inner contacts are not making,and this can be

proved by removing both the centre common wires (Gr/Br double) and the inner
(Gr/Br) and with a short piece of wire loin them totether long enough for the wiper
blades to complete there sweep.To rectify, the unit will have to be dismantled again and
the contacts cleaned and or bent slightly.This is why I said in the original article that it is
a good idea to check the contacts whilst it is stripped.

HappyWiping -Tom

HANDBRAKE BLUES
With MOT approaching it was time to sort out why lifting the handbrake lever 9 or

even l0 clicks would not hold my 2200 on a I in 1000 slope! Last year it passed with
good read-outs for brake effort and balance on both rear callipers; perhaps one of them
had seized on the pivot bearing? After a few moments underneath with the inspection
lamp, shock-horror, the inner pad of the offside calliper was worn down almost to the
back plate.The outer pad was half worn although they were only renewed 1000 miles ago.
The operating shaft for the handbrake tappet was seized in the calliper in the fully applied
position so I had been driving with the brake on - that probably explains l8 mpg as well.

Strictly, this should be a calliper-off stripdown job but I found 5 minutes soaking the
end of the shaft in WD 40 and working the lever to and fro soon had it functioning
normally. With the cable reconnected it will now hold the car on my steeply sloping
drive at 5 or 6 clicks. A previous correspondent asked why the'Manual' indicates that
the handbrake cable adjustment should be fixed at mid-thread - why have an adjustment
if there is only one setting? | think this must be because if both callipers are fully
functional it will be found that the clevis pins connecting the handbrake linkage to the
calliper levers can be engaged freely at this setting without biasing the brakes'on'. A few
turns of cable adiustment would be permissible iust to achieve perfect alignment but any
more would indicate a fault within the calliper such as I have found above.

P6 De-DION TUBE
During last winter lay-up I took the opportunity to strip and examine the De-Dion

'rear axfe' on my 1974 2200. I wanted to check the condition of the safety-critical
elbows, to de-rust and repaint the assembly, to replace the flexible gaiter which was
looking tired and cracked, to check the internal grease lubrication and wearing surfaces
and also to replace the o/s upper suspension link which was bent (the boot-side
mounting had been welded with a stiffener at some previous time so possibly the link
had been damaged but not replaced when this failed!). Just in case there are any other
'saddo' members out there like me who feel a compelling need to see what the inside of
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